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TPb ROOF MEMBRANE

172" DENS DECK
/ POLY ISO RIGID INSULATION

5/8" FIREGUARD TYPE X DENS DECK

1\ TYPICAL

\\\“(EXBTWMD METAL DECK

ROOF ASSEMBLY DETAIL

C03/ ot 1O scaLe

s
]
3
|

NOTE

1. ROOF ASSEMBLY SHALL;BE MINIMUM R-30

BOARD AND THERMAL INSULATION
THERMOPLASTIC ROOF MEMBRANE

DRAIN STRAINER

ROOF DECK -
CLAMPING RING

DECK CLAMP

ROUND CUT IN THERMOPLASTIC
MEMBRANE; EXTEND APPROX. 1"
(25 mm] PAST CLAMPING RING

HOLE IN MEMBRANE SHOULD
BE LARGER THAN DRAIN

PIPE DIAMETER 5N BOWL —/

INSTALL COMPATIBLE SEALANT BETWEEN
DRAIN BOWL FLANGE AND ROOF MEMBRANE

TAPERED INSULATION —

(3} ROOF DETAIL

ROOF DRAIN

C03/ noT TO scaLE
NOTE

1. MEMBRANE SEAMS SHOULD NOT

INTERSECT DRAIN CLAMPING RING.

.t T / - |
FASTENERS APPROX. 12"[300 mm3 O.C. o SHEET METAL PARAPET CAP :
EXTEND MEMBRANE TO GASKETED FASTENERS L H
BELOW NALER AND SECURE £72, @F
NS
“Z —CONTINUOUS SHIM
1"[25 mm] ‘
BELOW BLOCKING S
T WOOD NAILER |
o SEAM PLATES AND FASTENERS _j
LQ» i
G
SEALANT (IF REQUIRED FOR
THE SPECIFIC SYSTEM)
XFLASHING MEMBRANE
THERMOPLASTIC ROOF MEMBRANE
COVER BOARD AND THERMAL INSULATION
ROOF DECK ; |
CONTINUOUS CLEAT ;
2\ ROOF DETAL PARAPET WALL F
\C03/ ot 10 scALE
NOTES
1, THIS DETAIL SHOULD BE USED ONLY WHERE THE DECK IS SUPPORTED BY THE WALL
EXPANSION,
2. REFER TO THE SHEET METAL SECTION OF THE METAL ROOFING MANUAL FOR JOINERY AND —
SECUREMENT OPTIONS FOR SHEET METAL.
| E
TOP OF CURB TO /= PRE MANUFACTURED EXPANSION JOINT COVER
DRAIN TO THE OUTSIDE ﬁ FLEXIBLE WEATHERPROOF MEMBRANE CLOSURE  _
- J FASTENERS APPROX. 8" 0.C.
ST HT GASKETED FASTENERS
S |2 FLASHING MEMBRANE (8" MIN. HEIGHT) v}
. i SEAM PLATES AND FASTENERS D
£125 SEALANT (IF REQUIRED
o5 FOR THE SPECIFIC SYSTEM)
O <z
S0 H /—THERMOPLASTIC ROOF MEMBRANE
ol /B =)
T NN
L, ﬁ
\ “COVER BOARD AND THERMAL INSULATION 1{
FLEXIBLE VAPOR RETARDER TO
SERVE AS INSULATION RETAINER Woop HROQF DECK  C
(ATTACHED TO TOP OF CUR®) COMPRESSIBLE INSULATION ’
4\ _ROOF DETAIL EXPANSION JOINT
\C03/ ot TO scaLe
NOTES
1, THIS DETAIL ALLOWS FOR BUILDING MOVEMENT IN MULTIPLE DIRECTIONS. |
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2. FLASHING REQUIREMENTS TYPICAL FOR BOTH SIDES OF THE EXPANSION JOINT. ~ e
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